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Mia idiaiTeEpn KAl HovTEPVA
npétacn TnG XYLOKAT

O 3D avayhugeg EMpAvEIES, Sivouy Cwi Smow ¥pNoio
mrolnBoly MRoKaAWVTAEL To evbiapEpoy Kal To Baupaouo
H sqpappoyn piac avayAupne ENKpavelas O EVa Yuwpo f o
EVQ EMIITAS SICHPORATTOEL TNV AoBNTIKR Tou, SIMOVTAC pia
aihn S100Taon oTo TEAKO QUOTENECUG

Mpotdy LnNANC MOWOTATAG KAl AvIoxc, avIanokpivou
TTAR WG OTIC VE

EW0

: QUOBTTIKES TADEIC TG EMMAGTIONOL Kal TNG
SIOHOOUNTNG ECWTERIKWY Xl pLy,

Ta 3D avayiuga naveh, umopouy va Xpnagoenoin8ouy ge
QTTOIOGNTIOTE TOMEA TN EmmAonoiag (Kouwliva, kpeBaTto-
KOpOpa, Tpamefapia, UMowps, SUWBESELS, TOPTES), KOBwES
EMONG Kal of Siapopa project (EEomAIgUIoUS KOTASTNHUaTL,
Biaxoounon Yupou, EEomhioialc EEvoboyeily kalumagp).

3D TEXTURED PANELS

A very special and modern product
brought to you by XYLOKAT

It brings life to the surfaces causing awe and admiration. It is a
durable and wery high quality product that responds fully to the
current aesthetic trends of interior design:

The 3D:textured panels are produced using a core material
{usually MDF and plywood), faced with veneer. ' Our 3D textured
panels can be used in the furniture industry (Kitchen, bedroom,
dining room, buffet, bv wall units, doors, etc.), as well as in special
projects such as wall decoration, bar and restaurant decoration
and retail shop furniture (equipment).

The panels are produced.inreéconstructed and natural Oak
veneers, but it can also be produced in any available natural or
reconstructed veneer, according.to customers’ specifications
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XYLOKAT

QUALITY WOOD SOLUTIONS

3D TEXTURED PANELS

19km Thessaloniki-Lagadas pc 57200 | Lagadas Thessa
tel +30 23940 22728 | fax +30 23940 23987 | infoq

www.xylokat.gr

et

i NPT

1

TR mME T ]

W

I T P T R

GEOME I REE

._ﬂ

BY XYLOKAT

e L e

e

"

YR .

S ATV T W W

i

AT

o T T TR

T

i R adhin i w e b I ol
¥R W TN Y STEITRE WO T ey

-

I{'l

e

%

e A et

.

TR

TN N
N T

g T
FaRTy WiFN
e TR

Y
>

¥R S Y g

TAETR PR NI T R
O ) i

S n il
W

EmE T

VTN TR TN

o RS N VTR

3!

F VI Y T

¥

e b Ble s b

PRI Y

[T IR T

ghodd ik ok b R 8

i

-

TR YT | T T T

Hk

¥

U L 4 Lt

1T W

T

i vl e |

LE ol e Bl

-

ik it Boad BT R BT ) e et (b

-

r:l. _
e S, L M 1 SRR T

Fid

AR T s L BT

by

A

gt

e i) 1nr;|°r¢
g ol

Ll

ok e e R T

AT TOR RO T TR R e v
Gkl A ik ok il L bk kRt e

ALY b b

T S e

g e Y o R o

g T e R R

TR

iz

1.

g

T e ol o
R

i

M e e T

&

T

E i

T

Es
[
A
x4
5
o
—

L T e o R o

SR AN T T e =t

L L

e e Gl e e

T Y A S TR

!. - i AL ; ¢ :
e U el il B B e R S e e S R

i

an

A

L1

S

AT TR T W S T SR

il

i

ﬂfﬂ"' * "I"""lf PRy

n..w-qt.r,

AR

a1
|

i |
Wi

| Lol e

¥

kT
"

ne
i

1‘”‘%‘! ﬁ!} ¥ ﬂﬁT @

e hiin !

¥ 'I] T
¥ Y

m
T

ey
PR

=
w5 1T

e

Frmrw W

Tt Wy

:-E“
TR
¥ b

Wfom

FrTe e

L]

i

YT

©
T

T

o
i
Utv :

4

B

e Y

o

B

bk a0 A L

3

NE W R

Ty

T ®H

e

¥

e

b

i

k)
1

L

wr

i

T

i
I

b

?.:'1?";}’“‘?_!""?"%*‘:'!* TN

Sl

i

T T *‘-.-_-'f "-iﬁ' T
1l ™" WE

"ﬂﬁ

i

T YT T N

" TREE Y

T
'|-I

i 'H

W

H '!'

|

L N R b 41 B L

&
1
™

1T

) ET il

HE T

i

,#I -

BT



3D PANEL TECHNICAL DATA

- T
General Definition

The 3D embossed panels are special developed elements, produced with
a core material (which can be MDF, particleboard or PLYWOOD), veneer
[natural or artificial) and special resins under pressure and heat treatment

Range of applications
Furniture industry for facing, visible sides, fillings, covers, and so on.
Interior wall and ceiling covering, sliding doors, architectural doors etc

Size accuracy H- 2.0mm per meter
Straightness - 3.0mm per meter

Thickness allowance +- 0.3mm

Density (kg/m’) Approximately 720 - BOOkg/m”
Packing The entire surface lying on pallet.
Storage n dry and moistureffrost free with sufficient

ventilation. The bl ave 10 be stored
the entire surface lying. Boards with veneer should
e sun-protected. Sufficient conditioning before
processing is also very important.

with

Sawing Use sharp hard metal sawing blades and a low
sawing feed rate. Scoring is not essential.

Milling Use hard metal tools for milling and profile cutting.

Drilling The standard drilling tools for woodwaorking

could be used.

Screws Wi recommend primary drilling before using
screws to avoid splitting

Gluing Standard wood glues and adhesives could be
used, Formaldehyde-free glues are recommended,

Lacguering Flease follow the instructions of your lacquer
manufaciurer

Recyeling Thermal/Energy recovery of the boards is
uncomplicated (no PVC).

Explanatory notes The given detalls In this data sheet derbve by our
technical control and application experience. These
data do not represent guarantee of condition In the
egal sense or an assurance of the characteristics.
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TAGLIO SEGA

MDF p= kamhapa
MmopEl emiong va napayfel oE KOVTpa MAaKE onuosa

- Kiobios 906

- ApaBEoipo OF KaMAOMA SpUG TEXVITO KAl SOUC (PUOKD 1000,
Mrropel eniong va mapaxSel oe onowodinote kanhapd emBupeite.
KanAopac ; Kama Jnxos

- By ALCPO © KOTA AT

- To npoidy BintiSeta arAoLoTPaMOTO, OE (PUAkC.
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2200x1030x6mm
2200103019 mm

Syl N L L Sl

B T I e

R g~ R O B L e e

TAGLIO SEGA

Veneered MDF

{can be produce
-Veneer grientation ; e

-Emba g arentation | widthw

= The product is sold raw (untreated), in panels.
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